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Manufactured Housing Consensus Com-
mittee or MHCC. The consensus com-
mittee established pursuant to section 
604(a)(3) of the Act, 42 U.S.C. 5403(a)(3). 

Model Installation Standards. The in-
stallation standards established in part 
3285 of this chapter, pursuant to sec-
tion 605 of the Act, 42 U.S.C. 5404. 

Peak cap construction means any roof 
peak construction that is either 
shipped loose or site constructed and is 
site installed to complete the roof 
ridge/peak of a home. 

Peak flip construction means any roof 
peak construction that requires the 
joining of two or more cut top chord 
members on site. The cut top chords 
must be joined at the factory by straps, 
hinges, or other means. 

Pier. That portion of the support sys-
tem between the footing and the manu-
factured home, exclusive of shims. 
Types of piers include, but are not lim-
ited to: Manufactured steel stands; 
pressure-treated wood; manufactured 
concrete stands; concrete blocks; and 
portions of foundation walls. 

Ramada. Any freestanding roof or 
shade structure, installed or erected 
above a manufactured home or any 
portion thereof. 

Secretary. The Secretary of Housing 
and Urban Development, or an official 
of HUD delegated the authority of the 
Secretary with respect to the Act. 

Site. An area of land upon which a 
manufactured home is installed. 

Skirting. A weather-resistant mate-
rial used to enclose the perimeter, 
under the living area of the home, from 
the bottom of the manufactured home 
to grade. 

Stabilizing devices. All components of 
the anchoring and support systems, 
such as piers, footings, ties, anchoring 
equipment, anchoring assemblies, or 
any other equipment, materials, and 
methods of construction, that support 
and secure the manufactured home to 
the ground. 

State. Each of the several states, the 
District of Columbia, the Common-
wealth of Puerto Rico, Guam, the Vir-
gin Islands, and American Samoa. 

Support system. Pilings, columns, 
footings, piers, foundation walls, 
shims, and any combination thereof 
that, when properly installed, support 
the manufactured home. 

Tie. Straps, cable, or securing devices 
used to connect the manufactured 
home to anchoring assemblies. 

Ultimate load. The absolute maximum 
magnitude of load that a component or 
system can sustain, limited only by 
failure. 

Utility connection. The connection of 
the manufactured home to utilities 
that include, but are not limited to, 
electricity, water, sewer, gas, or fuel 
oil. 

Vertical tie. A tie intended to resist 
uplifting and overturning forces. 

Wind zone. The areas designated on 
the Basic Wind Zone Map, as further 
defined in § 3280.305(c) of the Manufac-
tured Home Construction and Safety 
Standards in this chapter, which delin-
eate the wind design load require-
ments. 

Working load. The maximum rec-
ommended load that may be exerted on 
a component or system determined by 
dividing the ultimate load of a compo-
nent or system by an appropriate fac-
tor of safety. 

[72 FR 59362, Oct. 19, 2007, as amended at 79 
FR 53614, Sept. 10, 2014; 80 FR 53731, Sept. 8, 
2015] 

§ 3285.6 Final leveling of manufac-
tured home. 

The manufactured home must be ade-
quately leveled prior to completion of 
the installation, so that the home’s 
performance will not be adversely af-
fected. The home will be considered 
adequately leveled if there is no more 
than 1⁄4 inch difference between adja-
cent pier supports (frame or perimeter) 
and the exterior doors and windows of 
the home do not bind and can be prop-
erly operated. 

Subpart B—Pre-Installation 
Considerations 

§ 3285.101 Fire separation. 
Fire separation distances must be in 

accordance with the requirements of 
Chapter 6 of NFPA 501A, 2003 edition 
(incorporated by reference, see § 3285.4) 
or the requirements of the LAHJ. The 
installation instructions must clearly 
indicate this requirement in a separate 
section and must caution installers to 
take into account any local require-
ments on fire separation. 
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